
T: +44 (0)121 457 6340 / E: sales@nvcuk.com / www.nvcuk.com20 NVC LIGHTING CATALOGUE 2026

SURFACE & SUSPENDED

KEY 
FEATURES

DALLAS PRO
Power selectable fittings for surface, suspended or 
wall-mounted installation, offered in down-only or 
bi-directional light distribution. 

APPLICATIONS

•	 Corridors and communal areas in offices, 
	 schools and public buildings
•	 The suspended version is a great solution for 
	 spaces with high or sloping ceilings 

SPECIFICATION

•	 Aluminium body, painted white (RAL9016) or 
	 black (RAL9005). Customised colours available
•	 UV stable polycarbonate microprismatic 
	 controller
•	 Available in down-only (DO) and bi-directional 	
	 (BD, 70% down, 30% up) variants
•	 Available in two lengths, 4’ and 5’, each with a 
	 multi-wattage driver on non-dimmable variants  
•	 Can be installed singly or joined together 
	 (L, T, X or straight) to create multiple shapes
•	 Wire suspension and wall mounting kits are 	
	 available to be ordered as separate items, as 	
	 listed overleaf
•	 Tridonic driver

OPTIONS
Colour Temperature (CCT)
•	 All variants available in 3000K or 4000K
Emergency – all maintained 3 hours 
with lithium (LiFePO4) batteries
•	 M3L: Manual test
•	 STM3L: Self-test
•	 DAM3L: DALI addressable test
•	 CSDAM3L: Casambi addressable test
•	 HSDAM3L: HubSense addressable test
Dimming
•	 DD: Digital Dimming - DALI and Switch Dim
•	 CF: Corridor Function – dim-to-10%
•	 CS: Casambi smart wireless control
•	 HS: HubSense smart wireless control
Sensor
A PIR sensor is available to be purchased as 
a separate item, for fitting on the end of the 
DALLAS PRO body, adjustable for:
•	 Range (3-4m at up to 6m mounting height)
•	 Time delay (5 seconds – 10 minutes)
•	 Lux switch-on level (Disable or 50/25/10 lux)
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DALLAS 42W LED LUMINAIRE / NDL42/O/DO/840

luminaire documentation
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filename : NDL42/O/DO/840.ldt

meas. number : 3314

luminaire number : NDL42/O/DO/840

date / operator : 14-01-2021

default lamp type(s))

no of lamps lamp type luminaire lumens input wattage

1 LED MODULE 4620 lm 42.6 W

dimensions

luminaire luminous area

length : 1500 mm

width : 60 mm

height : 80 mm

length : 1490 mm

width : 50 mm

height : 0 mm

coordinate system

no of planes : samples / plane :7 37

first c-plane : first gamma-angle :0.0 ° 0.0 °

step angle step angle: :15.0 ° 5.0 °

last c-plane : last gamma-angle :90.0 ° 180.0 °

symmetrics : symmetry to C0 / C90

performance

light output ratio : 99.8 %

DFF : 100.0 %

UFF : 0.0 %

classification

LiTG / DIN : A40

UTE : 1.00D

CIE : 50 82 97 100 100

BZ : 4 4 4 4 4 4 4 4 4 
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AAmmbbiieenntt  TTeemmppeerraattuurree    ::  2255  ddeeggCC
IInnppuutt  VVoollttaaggee                                  ::  224400  VV
CCiirrccuuiitt  WWaattttss                                    ::  4422..66WW
AAmmppss  ((rruunnnniinngg))                                ::  00..118877  AA
VV..AA..                                                        ::  4444..8844VVAA
PPoowweerr  FFaaccttoorr                                      ::  00..9955
CCCCTT                                                    ::  33999977KK  ((mmeeaassuurreedd))::  44000000KK  ((ddeeccllaarreedd))
CCRRII  ((RRaa))                                ::  8877
SS//PP  RRaattiioo                              ::  11..77
LLuummiinnaaiirree  LLuummeennss                      ::  44662200LLLLmm
OOuuttppuutt  CCuurrrreenntt  DDCC   ::  11007700mmAA
OOuuttppuutt  VVoollttaaggee  DDCC   ::  3344VV
OOuuttppuutt  PPoowweerr                              ::  3366..3388WW
LLuummiinnaaiirree  LLmm//cciirrcc..WWaatttt ::  110088..55  LLLLmm//cciirrcc..WWaatttt
DDrriivveerr  EEffffiicciieennccyy                      ::  8855..44%%
DDrriivveerr  DDeettaaiillss                                      ::  LLIIFFUUDD--LLFF--GGMM006600YYSS  11110000HH

LightLab Photometrics Ltd., 2B The Mill Walk, Birmingham B31 4HL Tel: 07717 176990
for NVC Lighting Ltd. in accordance with BS/EN13032:4(2015) & IESNA LM79-19

DALLAS 60W Opal LED BiDirectional / NDL60/O/BD/840

luminaire documentation
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filename : NDL60-O-BD-840.ldt

meas. number : 3325

luminaire number : NDL60/O/BD/840

date / operator : 04-02-2021

default lamp type(s))

no of lamps lamp type luminaire lumens wattage

1 LED MODULE 6890 lm 59.7 W

dimensions

luminaire luminous area

length : 1500 mm

width : 55 mm

height : 75 mm

length : 1495 mm

width : 50 mm

height : 0 mm

coordinate system

no of planes : samples / plane :7 37

first c-plane : first gamma-angle :0.0 ° 0.0 °

step angle step angle: :15.0 ° 5.0 °

last c-plane : last gamma-angle :90.0 ° 180.0 °

symmetrics : symmetry to C0 / C90

performance

light output ratio : 100.0 %

DFF : 71.6 %

UFF : 28.4 %

classification

LiTG / DIN : B43

UTE : 0.72D+0.28T  0.72E+0.28T  

CIE : 49 80 96 72 100

BZ : 4 4 4 4 4 4 4 4 4 
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LightLab Photometrics Ltd., 2B The Mill Walk, Birmingham B31 4HL Tel: 07717 176990
for NVC Lighting Ltd. in accordance with BS/EN13032:4(2015) & IESNA LM79-19

AAmmbbiieenntt  TTeemmppeerraattuurree    ::  2255  ddeeggCC
IInnppuutt  VVoollttaaggee                      ::  224400  VV
CCiirrccuuiitt  WWaattttss                        ::  5599..77WW
AAmmppss  ((rruunnnniinngg))                                ::  00..225599
VV..AA..                                                        ::  6622..22VVAA
PPoowweerr  FFaaccttoorr                                      ::  00..9977
CCCCTT                                                  ::  33997755KK  ((mmeeaassuurreedd))::  44000000KK  ((ddeeccllaarreedd))
CCRRII  ((RRaa))                                ::  8877
SS//PP  RRaattiioo                              ::  11..77
LLuummiinnaaiirree  LLuummeennss                      ::  66889900LLLLmm
OOuuttppuutt  CCuurrrreenntt  DDCC   ::  11554400mmAA
OOuuttppuutt  VVoollttaaggee  DDCC   ::  3344..44VV
OOuuttppuutt  PPoowweerr                              ::  5522..9988WW
LLuummiinnaaiirree  LLmm//cciirrcc..WWaatttt ::  111155..44  LLLLmm//cciirrcc..WWaatttt
DDrriivveerr  EEffffiicciieennccyy                      ::  8899%%
DDrriivveerr  DDeettaaiillss                                      ::  LLIIFFUUDD  LLFF--GGMMRR006600YYSS  11555500HH

DOWN ONLY (DO) 
LIGHT DISTRIBUTION

BI-DIRECTIONAL (BD) 
LIGHT DISTRIBUTION

LOW GLARE – Achieves UGR<19 in most applications
POWER SELECTABLE – Choice of 4 wattages via dip-switch selection
CHOICE OF BODY COLOUR – Black & white as standard, or any customised colour 
EFFICIENT – Achieves up to 151 luminaire lumens per circuit watt

WARRA
NTY

SEVEN YEAR

Colour match to any RAL 
number of your choice

SMART
WIRELESS  

CONTROLS

DALLAS PRO can be supplied with either HubSense or Casambi 
smart wireless control built-in.

Casambi and HubSense use Bluetooth wireless technology to 
provide comprehensive lighting control, including scene setting, 
energy saving and addressable emergency testing.

Contact our technical team for details – technical@nvcuk.com

NEW OPTIONS
3000K and PIR
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SURFACE & SUSPENDED

DALLAS PRO ACCESSORIES

STRAIGHT COUPLING KIT“L” COUPLING KIT “T” COUPLING KIT “X” COUPLING KIT

Fittings can be installed individually or as continuous runs in straight-line, L, T or X 
configurations. The suspended versions can deliver 100% downlight, or a mix of 70% 
downlight and 30% uplight.

Mounting plate with piano-key 
terminal block for loop-in / out 
and through wiring

Male / female electrical connectors allow 
the main body to be detached from the 

mounting plate

Main body. Extruded aluminium, 
powder coated RAL9016

Stainless steel 
safety wire

Snap-fit connectors to 
secure main body to 
mounting plate

Die-cast aluminium 
end caps (removable)

BLANK IN-FILL SPACERS 
AVAILABLE IN 4’ AND 5’ LENGTHS

DALLAS PRO

NEWWIRE SUSPENSION KIT - 1.5M 
COMES AS STANDARD WITH 
BI-DIRECTIONAL VERSIONS. 3M 
SUSPENSION KIT ALSO AVAILABLE

A PIR THAT FITS TO THE END 
OF THE DALLAS BODY IS AVAILABLE 

TO BE PURCHASED SEPARATELY, 
AS LISTED OVERLEAF. 

WALL MOUNTING 
BRACKETS
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SURFACE & SUSPENDED

ORDER CODE DIMENSIONS
LENGTH (mm)

BODY 
COLOUR POWER (W) LUMENS (lm) EFFICACY 

(l.lm/c.W)
OPTICAL 

DIRECTION EMERGENCY CRI CCT
(K)

WHITE

NDL/4/16-28/WH/DO/830 1204 White 16 / 20 / 23 / 27 2262 / 2786 / 3327 / 3799 143 / 143 / 143 / 141 Down Only >80 3000

NDL/4/16-28/WH/DO/M3L/830 1204 White 16 / 20 / 23 / 27 2262 / 2786 / 3327 / 3799 143 / 143 / 143 / 141 Down Only M3 Lithium >80 3000

NDL/5/27-42/WH/DO/830 1504 White 26 / 32 / 34 / 40 3623 / 4436 / 4656 / 5403 139 / 138 / 137 / 135 Down Only >80 3000

NDL/5/27-42/WH/DO/M3L/830 1504 White 26 / 32 / 34 / 40 3623 / 4436 / 4656 / 5403 139 / 138 / 137 / 135 Down Only M3 Lithium >80 3000

NDL/4/16-28/WH/DO/840 1204 White 16 / 20 / 23 / 27 2381 / 2933 / 3502 / 3999 151 / 150 / 150 / 148 Down Only >80 4000

NDL/4/16-28/WH/DO/M3L/840 1204 White 16 / 20 / 23 / 27 2381 / 2933 / 3502 / 3999 151 / 150 / 150 / 148 Down Only M3 Lithium >80 4000

NDL/5/27-42/WH/DO/840 1504 White 26 / 32 / 34 / 40 3814 / 4669 / 4906 / 5687 146 / 145 / 144 / 142 Down Only >80 4000

NDL/5/27-42/WH/DO/M3L/840 1504 White 26 / 32 / 34 / 40 3814 / 4669 / 4906 / 5687 146 / 145 / 144 / 142 Down Only M3 Lithium >80 4000

BLACK

NDL/4/16-28/BK/DO/830 1204 Black 16 / 20 / 23 / 27 2262 / 2786 / 3327 / 3799 143 / 143 / 143 / 141 Down Only >80 3000

NDL/4/16-28/BK/DO/M3L/830 1204 Black 16 / 20 / 23 / 27 2262 / 2786 / 3327 / 3799 143 / 143 / 143 / 141 Down Only M3 Lithium >80 3000

NDL/5/27-42/BK/DO/830 1504 Black 26 / 32 / 34 / 40 3623 / 4436 / 4656 / 5403 139 / 138 / 137 / 135 Down Only >80 3000

NDL/5/27-42/BK/DO/M3L/830 1504 Black 26 / 32 / 34 / 40 3623 / 4436 / 4656 / 5403 139 / 138 / 137 / 135 Down Only M3 Lithium >80 3000

NDL/4/16-28/BK/DO/840 1204 Black 16 / 20 / 23 / 27 2381 / 2933 / 3502 / 3999 151 / 150 / 150 / 148 Down Only >80 4000

NDL/4/16-28/BK/DO/M3L/840 1204 Black 16 / 20 / 23 / 27 2381 / 2933 / 3502 / 3999 151 / 150 / 150 / 148 Down Only M3 Lithium >80 4000

NDL/5/27-42/BK/DO/840 1504 Black 26 / 32 / 34 / 40 3814 / 4669 / 4906 / 5687 146 / 145 / 144 / 142 Down Only >80 4000

NDL/5/27-42/BK/DO/M3L/840 1504 Black 26 / 32 / 34 / 40 3814 / 4669 / 4906 / 5687 146 / 145 / 144 / 142 Down Only M3 Lithium >80 4000

Down-only with manual test emergency (M3L)

Bi-directional with manual test emergency (M3L)

ORDER CODE DESCRIPTION

NDL/STRAIGHT/WH Dallas Pro Straight Joiner White

NDL/STRAIGHT/BK Dallas Pro Straight Joiner Black

NDL/L/WH Dallas Pro L Coupling Kit White

NDL/L/BK Dallas Pro L Coupling Kit Black

NDL/T/WH Dallas Pro T Coupling Kit White

NDL/T/BK Dallas Pro T Coupling Kit Black

NDL/X/WH Dallas Pro X Coupling Kit White

NDL/X/BK Dallas Pro X Coupling Kit Black

NDL/WSK Dallas Pro 1.5M Wire Suspension Kit

NDL/3M/WSK Dallas Pro 3M Wire Suspension Kit 

  

Accessories

  

ORDER CODE DIMENSIONS
LENGTH (mm)

BODY 
COLOUR POWER (W) LUMENS (lm) EFFICACY (l.lm/c.W) OPTICAL 

DIRECTION EMERGENCY CRI CCT
(K)

WHITE

NDL/4/26-40/WH/BD/830 1204 White 26 / 32 / 34 / 40 3539 / 4284 / 4525 / 5224 137 / 134 / 134 / 132 Up & Down >80 3000

NDL/4/26-40/WH/BD/M3L/830 1204 White 26 / 32 / 34 / 40 3539 / 4284 / 4525 / 5224 137 / 134 / 134 / 132 Up & Down M3 Lithium >80 3000

NDL/5/43-55/WH/BD/830 1504 White 43 / 47 / 51 / 55 5661 / 6440 / 6559 / 7153 133 / 138 / 131 / 130 Up & Down >80 3000

NDL/5/43-55/WH/BD/M3L/830 1504 White 43 / 47 / 51 / 55 5661 / 6440 / 6559 / 7153 133 / 138 / 131 / 130 Up & Down M3 Lithium >80 3000

NDL/4/26-40/WH/BD/840 1204 White 26 / 32 / 34 / 40 3725 / 4509 / 4763 / 5499 144 / 141 / 141 / 139 Up & Down >80 4000

NDL/4/26-40/WH/BD/M3L/840 1204 White 26 / 32 / 34 / 40 3725 / 4509 / 4763 / 5499 144 / 141 / 141 / 139 Up & Down M3 Lithium >80 4000

NDL/5/43-55/WH/BD/840 1504 White 43 / 47 / 51 / 55 5959 / 6779 / 7009 / 7529 140 / 145 / 138 / 137 Up & Down >80 4000

NDL/5/43-55/WH/BD/M3L/840 1504 White 43 / 47 / 51 / 55 5959 / 6779 / 7009 / 7529 140 / 145 / 138 / 137 Up & Down M3 Lithium >80 4000

BLACK

NDL/4/26-40/BK/BD/830 1204 Black 26 / 32 / 34 / 40 3539 / 4284 / 4525 / 5224 137 / 134 / 134 / 132 Up & Down >80 3000

NDL/4/26-40/BK/BD/M3L/830 1204 Black 26 / 32 / 34 / 40 3539 / 4284 / 4525 / 5224 137 / 134 / 134 / 132 Up & Down M3 Lithium >80 3000

NDL/5/43-55/BK/BD/830 1504 Black 43 / 47 / 51 / 55 5661 / 6440 / 6559 / 7153 133 / 138 / 131 / 130 Up & Down >80 3000

NDL/5/43-55/BK/BD/M3L/830 1504 Black 43 / 47 / 51 / 55 5661 / 6440 / 6559 / 7153 133 / 138 / 131 / 130 Up & Down M3 Lithium >80 3000

NDL/4/26-40/BK/BD/840 1204 Black 26 / 32 / 34 / 40 3725 / 4509 / 4763 / 5499 144 / 141 / 141 / 139 Up & Down >80 4000

NDL/4/26-40/BK/BD/M3L/840 1204 Black 26 / 32 / 34 / 40 3725 / 4509 / 4763 / 5499 144 / 141 / 141 / 139 Up & Down M3 Lithium >80 4000

NDL/5/43-55/BK/BD/840 1504 Black 43 / 47 / 51 / 55 5959 / 6779 / 7009 / 7529 140 / 145 / 138 / 137 Up & Down >80 4000

NDL/5/43-55/BK/BD/M3L/840 1504 Black 43 / 47 / 51 / 55 5959 / 6779 / 7009 / 7529 140 / 145 / 138 / 137 Up & Down M3 Lithium >80 4000

  

DALLAS PRO

For colour variants contact:  
technical@nvcuk.com 
with your RAL number.

For colour variants contact 
sales@nvcuk.com with 
your RAL number

ORDER CODE DESCRIPTION

NDL/4/WH/BLANK/SPACER Dallas Pro WH 4Ft Blank Spacer c/w Straight Coupling Kits

NDL/5/WH/BLANK/SPACER Dallas Pro WH 5Ft Blank Spacer c/w Straight Coupling Kits

NDL/4/BK/BLANK/SPACER Dallas Pro BK 4Ft Blank Spacer c/w Straight Coupling Kits

NDL/5/BK/BLANK/SPACER Dallas Pro BK 5Ft Blank Spacer c/w Straight Coupling Kits

NDL/WALL/BRKTS Dallas Pro Wall Mounting Brackets

  

ORDER CODE DESCRIPTION

NDL/PIR/WH Dallas Pro PIR Sensor On/Off White

NDL/PIR/BK Dallas Pro PIR Sensor On/Off Black

  

Sensors Accessories
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SURFACE & SUSPENDED


	DALLAS_PRO_1_NVC_Catalogue_2026 p20
	DALLAS_PRO_2_NVC_Catalogue_2026 p21
	DALLAS_PRO_3_NVC_Catalogue_2026 p22
	DALLAS_PRO_4_NVC_Catalogue_2026 p23

