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PANELS

LINCOLN
A TP(a) rated, feature-rich fitting, 
offering an alternative aesthetic 
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OPTIONS
Output
•  	 Standard, 28W
•  	 Low output (LO), 18W
•  	High output (HO), 34W

Emergency – all maintained 3 hours with 
lithium (LiFePO4) batteries
•  	 For M3, M3 self-test and M3 with DALI 
	 addressable emergency testing, order one 
	 of the conversion packs listed below
•	 CSDAM3L - Casambi addressable test
•	 HSDAM3L: HubSense addressable test

Dimming
•  	DD: Digital Dimming - DALI and Switch Dim
•	 CF: Corridor Function – dim-to-10%
•	 CS: Casambi smart wireless control
•	 HS: HubSense smart wireless control

APPLICATIONS
•	 Offices
•	 General commercial use

SPECIFICATION
•	 Aluminium and steel body, painted white 		
	 (RAL9016)
•	 TP(a) rated microprismatic controller for 
	 UGR<19 installations
•	 For 15-24mm exposed T ceilings
•	 Supplied complete with a loop-in / loop-out 
	 connection block

LINCOLN LED LUMINAIRE / NLN-66-LO-840

luminaire documentation
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filename : NLN-66-LO-840.LDT

meas. number : 3317/RN

luminaire number : NLN-66-LO-840

date / operator : 07-06-2021

default lamp type(s))

no of lamps lamp type luminaire lumens input wattage

1 LED MODULE 2130 lm 18.3 W

dimensions

luminaire luminous area

length : 595 mm

width : 595 mm

height : 25 mm

length : 560 mm

width : 560 mm

height : 0 mm

coordinate system

no of planes : samples / plane :24 37

first c-plane : first gamma-angle :0.0 ° 0.0 °

step angle step angle: :15.0 ° 5.0 °

last c-plane : last gamma-angle :345.0 ° 180.0 °

symmetrics : asymmetric

performance

light output ratio : 100.0 %

DFF : 100.0 %

UFF : 0.0 %

classification

LiTG / DIN : A50

UTE : 1.00C1.00D

CIE : 60 87 97 100 100

BZ : 2 2 2 2 2 2 3 3 3 
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Ambient Temperature   : 25 degC
Input Voltage                 : 240 V
Circuit Watts                  : 18.3W
Amps (running)              : 0.082A
V.A.                                : 19.68VA
Power Factor                 : 0.93
CCT                               :  4000K (declared)
CRI (Ra)                        : 86
S/P Ratio                       : 1.7
Luminaire Lumens         : 2130 LLm
Output Current DC        : 486mA
Output Voltage DC        : 33.3V
Output Power                : 16.18W
Luminaire Lm/circ.Watt : 116 LLm/circ.Watt
Driver Efficiency            : 88.4%

LightLab Photometrics Ltd., 2B The Mill Walk, Birmingham B31 4HL Tel: 07717 176990
for NVC Lighting Ltd. ORDER CODE WIDTH LENGTH POWER (W) LUMENS (lm) EFFICACY (l.lm/c.W) OPTICS DIMMING CRI CCT

(K)

FIXED OUTPUT

NLN/66/840 595 595 28 3200 116 UGR<19 >80 4000

NLN/66/LO/840 595 595 18 2130 116 UGR<19 >80 4000

NLN/66/HO/840 595 595 34 3830 110 UGR<19 >80 4000

DIGITAL DIMMING

NLN/66/DD/840 595 595 28 3200 116 UGR<19 Digital Dimming >80 4000

NLN/66/LO/DD/840 595 595 18 2130 116 UGR<19 Digital Dimming >80 4000

NLN/66/HO/DD/840 595 595 34 3830 110 UGR<19 Digital Dimming >80 4000
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LITHIUM

SEE PAGE 77

ORDER CODE DESCRIPTION

N/REC/M3/PACK/V2 M3 Pack V2 LiFePO4 For Recessed Product Ranges

N/REC/STM3/PACK/V2 M3 Pack V2 LiFePO4 Self Test For Recessed Product Ranges

N/REC/DAM3/PACK LiFe DALI Addressable M3 Emergency Pack For Recessed Product Ranges

  

Optional - Emergency conversion packs

SMART
WIRELESS  

CONTROLS

LINCOLN can be supplied with either HubSense or Casambi 
smart wireless control built-in.

Casambi and HubSense use Bluetooth wireless technology to 
provide comprehensive lighting control, including scene setting, 
energy saving and addressable emergency testing.

Contact our technical team for details – technical@nvcuk.com


