
APPLICATIONS

- Care homes
- Student accommodation
- Meeting rooms & corridors

CONSTRUCTION

- Supplied in packs of 10
- Steel body
- Supplied with twist & lock white   
 polycarbonate bezel 
- 30, 60 & 90 minutes fire rated in solid  
 wood beam and I beam ceilings

TECHNICAL DETAILS

- 170 lm/W
- 6W, 765 lm, 130 l.lm/c.W
- Mains dimmable with many leading brands  
 of leading and trailing edge dimmers. Call  
 us for details and advice.
- Colour temperature selectable with switch  
 under bezel for 3000K, 4000K or 6000K
- 40° beam angle

OPTIONS

- Spare round bezels available, with black  
 (BK), chrome (CH) and satin-chrome (SCH)  
 finishes, all supplied in packs of 10
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RECESSED DOWNLIGHTS

MERCURY
IP65 fire-rated integral LED downlight 
supplied in packs of 10

ORDER CODE DESCRIPTION

NMR/MD/WH/830-40-60/10 Mercury MD Fire Rated D/light IP65 White Bezel Fixed 830-840-860 10 Pk

WARRA
NTY

SEVEN YEAR

PRO

CCT SELECTION SWITCH 
UNDER BEZEL – ACCESSIBLE 

FROM THE FRONT

ORDER CODE DESCRIPTION                                  ROUND BEZELS

NMR/BK/RO/BEZEL/10 Mercury Black Round Bezel 10 Pack

NMR/CH/RO/BEZEL/10 Mercury Chrome Round Bezel 10 Pack

NMR/SCH/RO/BEZEL/10 Mercury Satin Chrome Round Bezel  10 Pack

DESIGNED FOR FAST 
INSTALLATION
• Piano key terminals for tool-free   
 installation
• Loop-in / loop-out – no junction 
 box required
• Male/female connector for easy   
 isolation of fitting.
 o Makes high-voltage testing quicker &  
  easier. Skilled labour not required to 
  re-make connections after testing.
 o Convenient for cleaning.

LOOP-IN
 / LOOP-OUT

LOOP-IN
 / LOOP-OUT

AVAILABLE Q1 2023NEW

ECO
PACKAGING 

More sustainable – 
less waste

BLACK   /   CHROME   /   SATIN-CHROME   /   WHITE

CHOICE OF BEZELS AVAILABLE

FIRE
RATED
30-60-90

MAINS 
DIM


