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INDUSTRIAL LIGHTING

NEPTUNE
IP65 rated high-bay

EMERGENCY CONVERSION PACKS AVAILABLE 
IN STANDARD VERSION, NM3L, AND SELF-TEST, 
STNM3L. SEE PAGE 76 FOR DETAILS.

STIRRUP MOUNT BRACKET 
AVAILABLE FOR MOUNTING 

AS FLOODLIGHT

L70
50,000

SDCM

<5
IP
65

LITHIUM

APPLICATIONS
•	 Industrial and warehouse premises

SPECIFICATION
•	 Die-cast aluminium body painted black 
•	 LEDs behind UV stable, polycarbonate lens 
	 panel giving 110° beam angle
•	 For suspended installation. Suspension 
	 eyelet supplied
•	 Pre-wired with 2m of HO5 flex

OPTIONS
Wattage. Three wattages are available:        		
100W, 150W and 200W

Alternative lenses are available, as listed, to 		
deliver narrower beam angles of 60° and 90°. 
To be ordered as separate items and fitted 
on site.
Emergency conversion packs - all non-maintained 
3 hours with lithium (LiFePO4) batteries
Emergency conversion packs, with their own light 	
source, are available in manual test (NM3L) and 	
self-test (STNM3L) versions, ordered separately 	
as listed below
Stirrup mounting bracket enabling NEPTUNE 	
to be mounted direct to a surface, available to 	
be ordered as a separate item as listed
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filename : NNT150-840.ldt

meas. number : 00684

luminaire number : NNT150/840

date : 11TH SEPTEMBER 2023

default lamp type(s))

no of lamps lamp type luminaire lumens input wattage

1 LED MODULE 23034 lm 148.1 W

dimensions

luminaire luminous area

diameter : 275 mm

height : 120 mm

diameter : 225 mm

height : 0 mm

coordinate system

no of planes : samples / plane :7 37

first c-plane : first gamma-angle :0.0 ° 0.0 °

step angle step angle: :15.0 ° 5.0 °

last c-plane : last gamma-angle :90.0 ° 180.0 °

symmetrics : symmetry to C0 / C90

performance

light output ratio : 100.0 %

DFF : 100.0 %

UFF : 0.0 %

classification

LiTG / DIN : A40

UTE : 1.00D1.00E

CIE : 49 83 98 100 100

BZ : 3 4 4 4 4 4 4 4 4 

C0 C90
30°30°

45°45°

60°60°

75°75°

90°90°

105°105°

200

300

I ( cd/klm ) 

Ambient Temperature : 25 degC
Input Voltage : 230V
Amps (running) : 0.658A
Circuit Watts : 148.1W
V.A. : 150.9VA
Power Factor : 0.98
CCT : 3945K (measured): 4000K (declared) 
CRI (Ra) : 87
S/P Ratio : 1.7
Luminaire Lumens : 23034 LLm
Luminaire Lmcirc.Watt : 156 LLm/circ.Watt
Driver Details : MOSO G6-160M260T 
Downward Light Output Ratio: 100% 
Upward Light Output Ratio: 0%

Photometered in accordance with BS/EN13032:4(2015) & IESNA LM79-19

NEPTUNE / NNT150/840 + NNT/LENS/60D/80-120
luminaire documentation
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filename : NNT150-840+NNT-LENS-60D-80-120.ldt

meas. number : 00488

luminaire number : NNT150/840 + NNT/LENS/60D/80-120

date : 10TH MAY 2023

default lamp type(s))

no of lamps lamp type luminaire lumens input wattage

1 LED MODULE 28246 lm 148.1 W

dimensions

luminaire luminous area

diameter : 275 mm

height : 120 mm

diameter : 225 mm

height : 0 mm

coordinate system

no of planes : samples / plane :7 37

first c-plane : first gamma-angle :0.0 ° 0.0 °

step angle step angle: :15.0 ° 5.0 °

last c-plane : last gamma-angle :90.0 ° 180.0 °

symmetrics : symmetry to C0 / C90

performance

light output ratio : 100.0 %

DFF : 100.0 %

UFF : 0.0 %

classification

LiTG / DIN : A60

UTE : 1.00B

CIE : 79 96 99 100 100

BZ : 1 1 1 1 1 1 1 1 1 
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Photometered in accordance with BS/EN13032:4(2015) & IESNA LM79-19

Ambient Temperature : 25 degC 
Input Voltage : 240V 
Amps (running) : 0.637A 
Circuit Watts : 148.1W
V.A. : 152.4VA
Power Factor : 0.97
CCT : 4452K (measured): 4000K (declared)
CRI (Ra) : 88
S/P Ratio : 1.9
Luminaire Lumens : 28246 LLm 
Luminaire Lmcirc.Watt : 191 LLm/circ.Watt
Driver Details : MOSO G6-160M260T
Downward Light Output Ratio: 100%
Upward Light Output Ratio: 0%

150W 
WITH STANDARD 
(110O) LENS

ORDER CODE DESCRIPTION

N/HB/NM3L/PACK High Bay IP65 NM3 Lithium Pack For NJP & NNT Ranges

N/HB/STNM3L/PACK High Bay IP65 STNM3 Lithium Pack For NJP & NNT Ranges

  

M3 Emergency conversion packs
ORDER CODE DESCRIPTION

NNT/SMB/100-150 Neptune 100W/150W Stirrup Mount Bracket 

NNT/SMB/200 Neptune 200W Stirrup Mount Bracket 

  

Stirrup mount brackets

ORDER CODE DESCRIPTION

NNT/60DEG/100 Neptune 60 Deg Lens For 100W

NNT/60DEG/150 Neptune 60 Deg Lens For 150W

NNT/60DEG/200 Neptune 60 Deg Lens For 200W

  

ORDER CODE DESCRIPTION

NNT/90DEG/100 Neptune 90 Deg Lens For 100W

NNT/90DEG/150 Neptune 90 Deg Lens For 150W

NNT/90DEG/200 Neptune 90 Deg Lens For 200W

  

60o lens 90o lens

100W 150W 200W 

Standard with 110o lens

150W 
WITH OPTIONAL 
60O LENS

150W 
WITH OPTIONAL 
90O LENS

NEPTUNE / NNT150/840 + NNT/LENS/90D/150
luminaire documentation
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filename : NNT150-840+NNT-LENS-90D-150.ldt

meas. number : 00489

luminaire number : NNT150/840 + NNT/LENS/90D/150

date : 10TH MAY 2023

default lamp type(s))

no of lamps lamp type luminaire lumens input wattage

1 LED MODULE 27491 lm 148.1 W

dimensions

luminaire luminous area

diameter : 275 mm

height : 120 mm

diameter : 225 mm

height : 0 mm

coordinate system

no of planes : samples / plane :7 37

first c-plane : first gamma-angle :0.0 ° 0.0 °

step angle step angle: :15.0 ° 5.0 °

last c-plane : last gamma-angle :90.0 ° 180.0 °

symmetrics : symmetry to C0 / C90

performance

light output ratio : 100.0 %

DFF : 100.0 %

UFF : 0.0 %

classification

LiTG / DIN : A50

UTE : 1.00B1.00C

CIE : 70 94 99 100 100

BZ : 1 1 1 1 1 1 1 1 1 

C0 C90
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Ambient Temperature : 25 degC 
Input Voltage : 240V 
Amps (running) : 0.637A 
Circuit Watts : 148.1W
V.A. : 152.4VA
Power Factor : 0.97
CCT : 3999K (measured): 4000K (declared)
CRI (Ra) : 87
S/P Ratio : 1.7
Luminaire Lumens : 27491 LLm 
Luminaire Lmcirc.Watt : 186 LLm/circ.Watt
Driver Details : MOSO G6-160M260T
Downward Light Output Ratio: 100%
Upward Light Output Ratio: 0%

Photometered in accordance with BS/EN13032:4(2015) & IESNA LM79-19

  

ORDER CODE DIAMETER (mm) POWER (W) LUMENS (lm) EFFICACY (l.lm/c.W) BEAM 
ANGLE CRI CCT

(K)

NNT/100/840 220 99 15405 156 110o >80 4000

NNT/150/840 270 148 23034 156 110o >80 4000

NNT/200/840 310 200 31563 158 110o >80 4000
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NTYFIVE YEAR
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