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AMENITY

PRESTON
CCT selectable, IK10 & IP65 rated halo 
effect bulkhead for interior use

110

CCT SELECTABLE
3000K/4000K

APPLICATIONS
•	 For commercial interior use in stairwells, 		
	 corridors, bathrooms, toilets and communal 	
	 areas

SPECIFICATION
•	 White polycarbonate base
•	 Opal polycarbonate diffuser screw-fixed to 
	 the base for tamper resistance
•	 White polycarbonate trim to cover diffuser 
	 screw fixings
•	 Halo effect created by opal side panel 
	 emitting light onto the mounting surface 
•	 Selectable CCT: 3000K, 4000K
•	 Rear or side cable entry

PRESTON / NPE21/WH/840
luminaire documentation
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filename : NPE21-WH-840.ldt

meas. number : 00109

luminaire number : NPE21/WH/840

date : 20TH MAY 2022

default lamp type(s))

no of lamps lamp type luminaire lumens input wattage

1 LED MODULE 2083 lm 18.9 W

dimensions

luminaire luminous area

diameter : 360 mm

height : 110 mm

diameter : 315 mm

height : 60 mm

coordinate system

no of planes : samples / plane :7 37

first c-plane : first gamma-angle :0.0 ° 0.0 °

step angle step angle: :15.0 ° 5.0 °

last c-plane : last gamma-angle :90.0 ° 180.0 °

symmetrics : symmetry to C0 / C90

performance

light output ratio : 100.0 %

DFF : 95.4 %

UFF : 4.6 %

classification

LiTG / DIN : A41

UTE : 0.95E+0.05T 

CIE : 45 76 94 95 100

BZ : 4 5 5 5 5 5 5 5 5 
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Ambient Temperature : 25 degC
Input Voltage : 240 V
Amps (running) : 0.085A
Circuit Watts : 18.9W
V.A. : 20 VA
Power Factor : 0.95
CCT : 3801K (measured): 3000K (declared)
CRI (Ra) : 86
S/P Ratio : 1.7
Luminaire Lumens : 2083 LLm
Output Current DC : 540mA
Output Voltage DC : 29.2V
Output Power :15.77 W
Luminaire Lm/circ.Watt : 110 LLm/circ.Watt
Driver Efficiency :83 %
Driver Details : CN22-10-001

PRESTON / NPE32/WH/HO/840
luminaire documentation
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filename : NPE32-WH-HO-840.ldt

meas. number : 00177

luminaire number : NPE32/WH/HO/840

date : 20TH JUNE 2022

default lamp type(s))

no of lamps lamp type luminaire lumens input wattage

1 LED MODULE 3396 lm 30.2 W

dimensions

luminaire luminous area

diameter : 430 mm

height : 110 mm

diameter : 390 mm

height : 60 mm

coordinate system

no of planes : samples / plane :7 37

first c-plane : first gamma-angle :0.0 ° 0.0 °

step angle step angle: :15.0 ° 5.0 °

last c-plane : last gamma-angle :90.0 ° 180.0 °

symmetrics : symmetry to C0 / C90

performance

light output ratio : 100.0 %

DFF : 95.4 %

UFF : 4.6 %

classification

LiTG / DIN : A41

UTE : 0.95E+0.05T 

CIE : 45 76 94 95 100

BZ : 4 5 5 5 5 5 5 5 5 
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Ambient Temperature : 25 degC 
Input Voltage : 240 V 
Amps (running) : 0.130A 
Circuit Watts : 30.2W
V.A. : 30.6VA
Power Factor : 0.99
CCT : 3888K (measured): 4000K (declared)
CRI (Ra) : 87
S/P Ratio : 1.7
Luminaire Lumens :  3396LLm 
Output Current DC : 710mA
Output Voltage DC : 37.8V 
Output Power :26.84 W 
Luminaire Lm/circ.Watt : 112 LLm/circ.Watt
Driver Efficiency : 89 % 
Driver Details : PHILIPS XITANIUM 36W 9290 014 151

NVC Lighting Ltd. in accordance with BS/EN13032:4(2015) & IESNA LM79-19

BC3266/0119
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OPTIONS
Wattages
•	 21W or 32W
Emergency
•	 M3L: Manual test
•	 STM3L: Self-test
•	 CSDAM3L: Casambi addressable test
•	 HSDAM3L: HubSense addressable test
•	 DAM3L: DALI addressable test
Dimming
•	 DD: Digital Dimming - DALI and Switch Dim
•	 CF: Corridor Function – dim-to-10%
•	 CS: Casambi smart wireless control
•	 HS: HubSense smart wireless control
Sensor
•	 MW: Microwave sensor fitted to the gear tray

KEY 
FEATURES

ROBUST – IK10 rated so suitable for areas where impact resistance is required

TAMPER PROOF –  Screw-down diffuser

CCT SELECTABLE – Choice of 3000K & 4000K via slider switch on gear tray

VERSATILE – Choice of wattages, sensor and dimming

WARRA
NTY

SEVEN YEAR

SMART
WIRELESS  

CONTROLS

PRESTON can be supplied with either HubSense or Casambi 
smart wireless control built-in.

Casambi and HubSense use Bluetooth wireless technology to 
provide comprehensive lighting control, including scene setting, 
energy saving and addressable emergency testing.

Contact our technical team for details – technical@nvcuk.com

AVAILABLE WITH MICROWAVE 
SENSOR FITTED

TAMPER RESISTANT SCREWS
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PRESTON

ORDER CODE DIAMETER 
(mm)

POWER 
(W)

LUMENS 
(lm)

EFFICACY 
(l.lm/c.W) DIMMING SENSOR TYPE EMERGENCY CRI CCT (K)

STANDARD

NPE21/830-840 360 19 2083 98 / 110 >80 3000 / 4000

NPE21/M3L/830-840 360 19 2083 98 / 110 M3L >80 3000 / 4000

DIGITAL DIMMING

NPE21/DD/830-840 360 19 2083 98 / 110 Digital Dimming >80 3000 / 4000

NPE21/DD/M3L/830-840 360 19 2083 98 / 110 Digital Dimming M3L >80 3000 / 4000

MICROWAVE

NPE21/MW/830-840 360 19 2083 98 / 110 Microwave >80 3000 / 4000

NPE21/MW/M3L/830-840 360 19 2083 98 / 110 Microwave M3L >80 3000 / 4000

CORRIDOR FUNCTION MICROWAVE

NPE21/CFMW/830-840 360 19 2083 98 / 110 Corridor Function Microwave >80 3000 / 4000

NPE21/CFMW/M3L/830-840 360 19 2083 98 / 110 Corridor Function Microwave M3L >80 3000 / 4000

21W standard output and manual test emergency (M3L)

  

ORDER CODE DIAMETER 
(mm)

POWER 
(W)

LUMENS 
(lm)

EFFICACY 
(l.lm/c.W) DIMMING SENSOR TYPE EMERGENCY CRI CCT (K)

STANDARD

NPE32/830-840 430 28 2900 102 >80 3000 / 4000

NPE32/M3L/830-840 430 28 2900 102 M3L >80 3000 / 4000

DIGITAL DIMMING

NPE32/DD/830-840 430 28 2900 102 Digital Dimming >80 3000 / 4000

NPE32/DD/M3L/830-840 430 28 2900 102 Digital Dimming M3L >80 3000 / 4000

MICROWAVE

NPE32/MW/830-840 430 28 2900 102 Microwave >80 3000 / 4000

NPE32/MW/M3L/830-840 430 28 2900 102 Microwave M3L >80 3000 / 4000

CORRIDOR FUNCTION MICROWAVE

NPE32/CFMW/830-840 430 28 2900 102 Corridor Function Microwave >80 3000 / 4000

NPE32/CFMW/M3L/830-840 430 28 2900 102 Corridor Function Microwave M3L >80 3000 / 4000

32W high output and manual test emergency (M3L)
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