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INDUSTRIAL LIGHTING

TEMPE PRO
High output, heavy duty, power selectable 
fitting for trunking, surface or suspended 
installation with a choice of optics
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APPLICATIONS
•	 Industrial premises with <5m mounting height
•	 Retail and industrial racking aisles
•	 For trunking, surface or suspended installation

SPECIFICATION
•	 Heavy duty, folded and welded steel base with 	
	 terminal blocks, driver and through-wiring
•	 Steel LED tray with spring-loaded and magnetic 	
	 catches, hinged to base
•	 Base and LED tray painted white, (RAL9003)  
•	 LEDs, individually lensed, mounted on metal 
	 core PCB
•	 2x grommeted cable entry points at each end 
	 of the base
•	 Through-wired with 2.5mm² conductors. 
	 Piano-key terminal blocks at each end
	 o	 Fixed output – 6-pole 
			   (L, N, E, black, grey, white)
	 o	 DALI – 7-pole 
			   (L, N, E, black, grey, DA red, DA white)

OPTIONS
Size and wattage  
•	 4’ (1200mm), 
	 •	 40-55W, x4 power selectable
•	 5’ (1500mm)
	 •	 40-70W, x4 power selectable
	 •	 80-120W, x 10 power selectable
Light distribution 
Available with a choice of two beam angles, 
standard (75°) and high-rack (HR, 48°), as shown
Emergency – all maintained 3 hours with 
lithium (LiFePO4) batteries
•	 M3L: Manual test
•	 STM3L: Self-test
•	 CSDAM3L - Casambi addressable test
•	 HSDAM3L: HubSense addressable test
•	 DAM3L: DALI addressable test
Dimming
•	 DD: Digital Dimming – DALI and Switch Dim
•	 CF: Corridor Function – dim-to-10%
•	 CS: Casambi smart wireless control
•	 HS: HubSense smart wireless control
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CHOICE OF LENSES – Giving standard or high-rack light distribution
POWER SELECTABLE – Wide range of wattages, from 40W to 120W
THROUGH-WIRED – Cost-effective and quick to install
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CONTROLS

TEMPE PRO can be supplied with either HubSense or Casambi 
smart wireless control built-in.

Casambi and HubSense use Bluetooth wireless technology to 
provide comprehensive lighting control, including scene setting, 
energy saving and addressable emergency testing.

Contact our technical team for details – technical@nvcuk.com
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INDUSTRIAL LIGHTING

TEMPE PRO has the output of a low-bay or high-bay fitting, but in a linear format. 
Consider it for racking aisles and assembly workshops needing high light levels 
and uniformity.

ORDER CODE POWER (W) LUMENS (lm) EFFICACY (l.lm/c.W) BEAM ANGLE CRI CCT (K)

NTM/4/40-55/840 39 / 47 / 58 / 68 6634 / 8084 / 9733 / 11234 171 / 171 / 168 / 166 75o >80 4000

NTM/5/40-70/840 42 / 51 / 60 / 71 7606 / 9081 / 10588 / 12289 178 / 178 / 176 / 174 75o >80 4000

NTM/5/80-120/840  80 / 86 / 92 / 100 / 106 / 119 8457 - 19698 Up to 183 75o >80 4000

NTM/4/40-55/HR/840 39 / 47 / 58 / 68 7287 / 8980 / 10549 / 12186 183 / 183 / 181 / 179 High Rack - 48o >80 4000

NTM/5/40-70/HR/840 42 / 51 / 60 / 71 8328 / 9943 / 11593 / 13456 198 / 194 / 193 / 189 High Rack - 48o >80 4000

NTM/5/80-120/HR/840 80 / 86 / 92 / 100 / 106 / 119 9260 - 21569 Up to 201 High Rack - 48o >80 4000

  

TEMPE PRO

Standard

ORDER CODE POWER (W) LUMENS (lm) EFFICACY (l.lm/c.W) BEAM ANGLE CRI CCT (K)

NTM/4/40-55/DD/840 39 / 47 / 58 / 68 6634 / 8084 / 9733 / 11234 171 / 171 / 168 / 166 75o >80 4000

NTM/5/40-70/DD/840 42 / 51 / 60 / 71 7606 / 9081 / 10588 / 12289 178 / 178 / 176 / 174 75o >80 4000

NTM/5/80-120/DD/840  80 / 86 / 92 / 100 / 106 / 119 8457 - 19698 Up to 183 75o >80 4000

NTM/4/40-55/DD/HR/840 39 / 47 / 58 / 68 7287 / 8980 / 10549 / 12186 183 / 183 / 181 / 179 High Rack - 48o >80 4000

NTM/5/40-70/DD/HR/840 42 / 51 / 60 / 71 8328 / 9943 / 11593 / 13456 198 / 194 / 193 / 189 High Rack - 48o >80 4000

NTM/5/80-120/DD/HR/840 80 / 86 / 92 / 100 / 106 / 119 9260 - 21569 Up to 201 High Rack - 48o >80 4000

  

Digital Dimming (DD)

LEDs with their 
individual lenses

NEW

Piano key terminal block. Through-wiring 
is standard, but the terminal block also 
supports loop-in / loop-out wiring

Through wiring

Twin cable entry 		
points at each end

Driver with DIP switches 
for wattage selection

LED tray, hinged open

Fold-up tab for 
suspension 
mounting
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