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SURFACE & SUSPENDED

Our new batten, with push-button hinge opening and a 
movable terminal block is easier to install than ever.

TEXAS PRO
NEW

Efficient
Up to 168 l.lm/c.W

Movable terminal block
Snap-fit locations at either end and at 

centre of base.
You put it where it suits you best

.

QUICK TO INSTALL IN EASY STEPS
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SURFACE & SUSPENDED

Full range of sizes & wattages
4’, 5’ & 6’

11W – 58W

One piece light engine
Polycarbonate diffuser

LEDs on aluminium tray

Tridonic driver
Tridonic driver fitted as standard 

on all non-dimming variants.
100,000 hours rated.

CCT selector switch
CCT selector switch

Choice of 3000K, 4000K and 6000K

Emergency & sensor ready
Plug/socket connectors make fitting an 
emergency conversion pack and/or a 

microwave sensor easy.

Push-button hinge opening
Push buttons each end 

make opening easy.
Light engine hinges down.

TEXAS PRO can be ordered with a microwave sensor and / or an emergency pack ready fitted.

If you prefer, you can keep some sensors and emergency packs in your stock and fit them yourself as 
needed. It’s easy – all the connections are plug-and-play. No tools required.

See overleaf for sensor and emergency pack ordering details.
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SURFACE & SUSPENDED

KEY 
FEATURES

EFFICIENT – Up to 167 luminaire lumens per circuit watt
ADAPTABLE - 4-way power selectable and 3-way CCT selectable
VERSATILE – Full range of dimming and emergency versions available
EASY TO INSTALL  – Movable terminal block makes wiring quick & easy

TEXAS PRO
A high-performance batten which 
is both power and CCT selectable, 
with a full range of dimming and 
emergency options.

OPTIONS
Colour Temperature (CCT)
•	 All variants are CCT selectable, offering 3000K, 	
	 4000K and 6000K
Power
•	 All non-dimming variants are 4-way power 
	 (wattage) selectable via a selector switch on 
	 the driver
Emergency – all maintained 3 hours 
with (LiFePO4) lithium batteries
•	 M3L: Manual test
•	 STM3L: Self-test
•	 DAM3L: DALI addressable emergency test
•	 CSDAM3L: Casambi addressable test
•	 HSDAM3L: HubSense addressable test
•	 M3L and STM3L are also available by ordering 	
	 separate linear emergency conversion packs 
	 as listed opposite
Dimming
•	 DD: Digital Dimming - DALI and Switch Dim
•	 CF: Corridor Function – dim-to-10%
•	 CS: Casambi smart wireless control
•	 HS: HubSense smart wireless control
Sensor
•	 MW - micro-wave sensor fitted internally

APPLICATIONS
•	 Suitable for a wide range of commercial and 	
	 residential applications
•	 Back and front-of-house uses include 		
	 storerooms, corridors, offices and assembly 	
	 areas in light industrial and commercial premises

SPECIFICATION
•	 Steel base, painted white (RAL9016)
•	 4-way power selectable Tridonic driver 
	 mounted in base
•	 20mm cable entry points in end caps
•	 BESA fixing points in base
•	 Movable terminal block in base
•	 Light engine, comprised of LED tray and 
	 polycarbonate diffuser in one piece
•	 Light engine hinged on base with push-button 	
	 spring clips
•	 3-way CCT selector switch on LED tray
•	 Tridonic driver
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A micro-wave sensor is available to be supplied ready 
fitted (MW) or purchased as a separate item and 
installed on-site, as listed overleaf.

WARRA
NTY

SEVEN YEAR

NEW

SMART
WIRELESS  

CONTROLS

TEXAS PRO can be supplied with either HubSense or Casambi 
smart wireless control built-in.

Casambi and HubSense use Bluetooth wireless technology to 
provide comprehensive lighting control, including scene setting, 
energy saving and addressable emergency testing.

Contact our technical team for details – technical@nvcuk.com
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NTE4-11-20-830-40-60(11W-840)  
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Photometered in accordance with BS/EN13032:4(2015)+1A:2019 & IESNA LM79-19 

NVC Lighting Ltd • NVC Park 201 • Hollymoor Way • Rubery Birmingham B31 5HE UK 
 

Dimensions: 

Sample Luminous Area 

Length: 1180mm Length: 1125mm 

Width:  60mm  Width: 60mm 

Height: 70mm Height: 40mm 

 

 
 
 

  
 

 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 

      

 

  Light efficiency: 
 156 Lumen/Watt 

  Light quality:

 
   Colour temperature:

 
 

CRI: 86.4 

4000 K 

Beam angle 

CIE 1931 
x: 0.381 
y: 0.377 

Product name: NTE4-11-20-830-40-60(11W-840) 
Operator: TOD 
Ambient room temperature Deg C: 25 
DUT ambient temperature Deg C: 25.2 
Air movement: 0m/s 
Measurement distance: 9.46m 
Item number: 3837 
Driver Used: TRIDONIC LC20-200-350-67 flexcc  1p 
SN4C 280004923  
Downward flux fraction: 84.49% 
Upward flux fraction: 15.51% 
 
EU Eco-design Parameters  
EU Eclass: D 
DLS-NDLS: NDLS 
Useful Luminous Flux: 1756 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Spectra 

Voltage: 231 V 
Current: 0.055 A 
Frequency: 50 Hz 

Power 

           Test report for:  

 

Output: 1756 lm 

Power: 11.2W 

PF: 0.88 

Peak: 409 cd 

Date: 22/04/2025 
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SURFACE & SUSPENDED

TEXAS PRONEW

ORDER CODE DIMENSIONS
LENGTH (mm) POWER (W) LUMENS (lm)* EFFICACY (l.lm/c.W) DIMMING EMERGENCY CRI CCT (K)

NTE4/11-20/830-40-60 1174 11 / 14 / 17 / 20 1756 / 2180 / 2633 / 3047 156 / 159 / 159 / 159 >80 3000 / 4000 / 6000

NTE4/11-20/M3L/830-40-60 1174 11 / 14 / 17 / 20 1756 / 2180 / 2633 / 3047 156 / 159 / 159 / 159 M3L >80 3000 / 4000 / 6000

NTE4/18-33/830-40-60 1174 18 / 23 / 28 / 33 2887 / 3625 / 4288 / 4991 160 / 161 / 160 / 158 >80 3000 / 4000 / 6000

NTE4/18-33/M3L/830-40-60 1174 18 / 23 / 28 / 33 2887 / 3625 / 4288 / 4991 160 / 161 / 160 / 158 M3L >80 3000 / 4000 / 6000

NTE5/18-32/830-40-60 1464 18 / 23 / 27 / 32 2924 / 3747 / 4439 / 5187 161 / 167 / 166 / 165 >80 3000 / 4000 / 6000

NTE5/18-32/M3L/830-40-60 1464 18 / 23 / 27 / 32 2924 / 3747 / 4439 / 5187 161 / 167 / 166 / 165 M3L >80 3000 / 4000 / 6000

NTE5/29-52/830-40-60 1464 29 / 37 / 45 / 52 4794 / 5923 / 7058 / 8132 168 / 167 / 164 / 162 >80 3000 / 4000 / 6000

NTE5/29-52/M3L/830-40-60 1464 29 / 37 / 45 / 52 4794 / 5923 / 7058 / 8132 168 / 167 / 164 / 162 M3L >80 3000 / 4000 / 6000

NTE6/21-38/830-40-60 1734 21 / 27 / 32 / 38 3377 / 4270 / 5067 / 5925 164 / 165 / 164 / 162 >80 3000 / 4000 / 6000

NTE6/21-38/M3L/830-40-60 1734 21 / 27 / 32 / 38 3377 / 4270 / 5067 / 5925 164 / 165 / 164 / 162 M3L >80 3000 / 4000 / 6000

NTE6/32-58/830-40-60 1734 32 / 40 / 50 / 58 5165 / 6388 / 7705 / 8827 164 / 163 / 160 / 157 >80 3000 / 4000 / 6000

NTE6/32-58/M3L/830-40-60 1734 32 / 40 / 50 / 58 5165 / 6388 / 7705 / 8827 164 / 163 / 160 / 157 M3L >80 3000 / 4000 / 6000

Standard

  

ORDER CODE DIMENSIONS
LENGTH (mm) POWER (W) LUMENS (lm)* EFFICACY (l.lm/c.W) DIMMING EMERGENCY CRI CCT (K)

NTE4/11-20/DD/830-40-60 1174 11 / 14 / 17 / 20 1756 / 2180 / 2633 / 3047 156 / 159 / 159 / 159 Digital Dimming >80 3000 / 4000 / 6000

NTE4/11-20/DD/M3L/830-40-60 1174 11 / 14 / 17 / 20 1756 / 2180 / 2633 / 3047 156 / 159 / 159 / 159 Digital Dimming M3L >80 3000 / 4000 / 6000

NTE4/18-33/DD/830-40-60 1174 18 / 23 / 28 / 33 2887 / 3625 / 4288 / 4991 160 / 161 / 160 / 158 Digital Dimming >80 3000 / 4000 / 6000

NTE4/18-33/DD/M3L/830-40-60 1174 18 / 23 / 28 / 33 2887 / 3625 / 4288 / 4991 160 / 161 / 160 / 158 Digital Dimming M3L >80 3000 / 4000 / 6000

NTE5/18-32/DD/830-40-60 1464 18 / 23 / 27 / 32 2924 / 3747 / 4439 / 5187 161 / 167 / 166 / 165 Digital Dimming >80 3000 / 4000 / 6000

NTE5/18-32/DD/M3L/830-40-60 1464 18 / 23 / 27 / 32 2924 / 3747 / 4439 / 5187 161 / 167 / 166 / 165 Digital Dimming M3L >80 3000 / 4000 / 6000

NTE5/29-52/DD/830-40-60 1464 29 / 37 / 45 / 52 4794 / 5923 / 7058 / 8132 168 / 167 / 164 / 162 Digital Dimming >80 3000 / 4000 / 6000

NTE5/29-52/DD/M3L/830-40-60 1464 29 / 37 / 45 / 52 4794 / 5923 / 7058 / 8132 168 / 167 / 164 / 162 Digital Dimming M3L >80 3000 / 4000 / 6000

NTE6/21-38/DD/830-40-60 1734 21 / 27 / 32 / 38 3377 / 4270 / 5067 / 5925 164 / 165 / 164 / 162 Digital Dimming >80 3000 / 4000 / 6000

NTE6/21-38/DD/M3L/830-40-60 1734 21 / 27 / 32 / 38 3377 / 4270 / 5067 / 5925 164 / 165 / 164 / 162 Digital Dimming M3L >80 3000 / 4000 / 6000

NTE6/32-58/DD/830-40-60 1734 32 / 40 / 50 / 58 5165 / 6388 / 7705 / 8827 164 / 163 / 160 / 157 Digital Dimming >80 3000 / 4000 / 6000

NTE6/32-58/DD/M3L/830-40-60 1734 32 / 40 / 50 / 58 5165 / 6388 / 7705 / 8827 164 / 163 / 160 / 157 Digital Dimming M3L >80 3000 / 4000 / 6000

Digital Dimming (DD)

  

NOTE: DD includes DALI and Switch Dim

ORDER CODE MOUNTING POWER (W) EMERGENCY

N/LINEAR/M3L/CONV-PACK INTERNAL 2 Manual-test

N/LINEAR/STM3L/CONV-PACK INTERNAL 2 Self-test

  

Emergency Conversion Packs 

* RESULTS @ 4000K 

* RESULTS @ 4000K

ORDER CODE DESCRIPTION

NTE/NRG/MW-SENSOR/PACK Plug & Play MW Sensor Pack for Texas Pro & Ranger

  

MW Sensor
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