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RECESSED DOWNLIGHTS

WASHINGTON
IP54 or IP65 commercial downlight 
with wide beam light distribution
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OPTIONS
Wattages, CCT & cut-out
•	 Selectable 6-15W, 3000K, IP54, 110mm cut-out
•	 Selectable 6-15W, 4000K, IP54, 110mm cut-out
•	 Selectable 6-18W, 3000K, IP54, 200mm cut-out
•	 Selectable 6-18W, 4000K, IP54, 200mm cut-out
•	 Fixed 30W, 4000K, IP54, 200mm cut-out
•	 Selectable 7-20W, 4000K, IP65, 200mm cut-out

Emergency
•  	 For M3, self-test and DALI addressable 
	 emergency test, order the conversion pack 
	 you need from the list oppposite.
•  	CSDAM3L: Casambi addressable test
•  	HSDAM3L: HubSense addressable test

Dimming
•  	DD: Digital Dimming - DALI and Switch Dim
•	 CF: Corridor Function – dim-to-10%
•	 CS: Casambi smart wireless control
•	 HS: HubSense smart wireless control

Mounting disc - available for use with 
WASHINGTON 200mm cut-out, for installation 
in apertures up to 235mm dia. listed opposite

APPLICATIONS
•	 Corridors and communal areas
•	 Changing rooms and under-canopy installations

SPECIFICATION
•	 Die-cast aluminium bezel, painted white 		
	 (RAL9003)
•	 Die-cast aluminium heat-sink and body, 
	 painted black
•	 Polycarbonate opal diffuser, TP(a) rated, 
•	 Remote driver with male / female connector for 	
	 easy installation & maintenance
•	 3-pole, loop-in / loop-out piano key terminal 	
	 block 
•	 103o beam angle
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FEATURES

POWER SELECTABLE - Choice of wattages via dip switch selection on driver

CCT CHOICE – 3000K or 4000K

SIZE OPTIONS – 110mm or 200mm diameter cut-outs

IP RATING – IP54 or IP65

EFFICIENT – Achieves up to 144 luminaire lumens per circuit watt

SMART
WIRELESS  

CONTROLS

WASHINGTON can be supplied with either HubSense or Casambi 
smart wireless control built-in.

Casambi and HubSense use Bluetooth wireless technology to 
provide comprehensive lighting control, including scene setting, 
energy saving and addressable emergency testing.

Contact our technical team for details – technical@nvcuk.com
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Photometered in accordance with BS/EN13032:4(2015)+1A:2019 & IESNA LM79-19
NVC Lighting Ltd • NVC Park 201 • Hollymoor Way • Rubery Birmingham B31 5HE UK 

Dimensions: 

Sample Luminous Area 

Length: 224mm Length: 156mm 

Width:  0mm Width: 0mm 

Height: 3mm Height: 0mm 

 

Light efficiency: 
139 Lumen/Watt 

Light quality:

Colour temperature:

CRI: 82.7 

4000 K 

Beam angle 

CIE 1931 
x: 0.381 
y: 0.377 

Product name: NWA6-18W-840(19W) 

Operator: TOD 

Ambient room temperature Deg C: 25.2

DUT ambient temperature Deg C: 25.5

Item number: 1781 

Driver Used: ICUTRONIC IT FIT 20/220-240/500CS I

Output Current DC: 540mA 

Output Voltage DC: 34.1V 

Output Power: 18.414W 

Driver Efficiency: 96.92% 

Spectra 

Voltage: 232 V 
Current: 0.084 A 
Frequency: 50.1 Hz 

Power 

Product name: 
NWA6-18W-840(19W) 

Peak: 
Output: 

Power: 
PF: 

2643 lm 
1016 cd 
19.0 W 
0.97 

Equipment used for the testing of Item number: 1781 

Watford stabilized power supply EM2002H STD 
Testo thermal anemometer 405i 
Viso Lab Spion Goniophotometer 
LabSensor Model 2 spectrometer sensor 
Serial number: 1673899441 
Viso reference Lamp; 24051708 
Viso reference Lamp: 800-24051702 
Viso LabFlicker (temporal light artifact tester) 
Serial Number: 2877174885 
Manufacturer Company ID: DK 29690391 
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110mm dia. cut-out, IP54, multi-wattage in 3000K or 4000K 

WASHINGTON

ORDER CODE
6-15W DIAMETER CUT-OUT POWER (W) LUMENS (lm) EFFICACY 

(l.lm/c.W)
BEAM 
ANGLE CRI CCT

(K)

NWA6-15/830 130 110 6 / 8 / 10 / 12 / 14 / 16 732 / 944 / 1151 / 1363 / 1544 / 1727 up to 116 100o >80 3000

NWA6-15/840 130 110 6 / 8 / 10 / 12 / 14 / 16 752 / 993 / 1176 / 1389 / 1584 / 1774 up to 122 100o >80 4000

  

ORDER CODE
6-18W DIAMETER CUT-OUT POWER (W) LUMENS (lm) EFFICACY 

(l.lm/c.W)
BEAM 
ANGLE CRI CCT

(K)

NWA6-18/830 224 200 6 / 8 / 10 / 12 / 13 / 15 / 17 / 19 795 / 1046 / 1279 / 1523 / 1751 / 1995 / 2213 / 2424 up to 131 100o >80 3000

NWA6-18/840 224 200 6 / 8 / 10 / 12 / 13 / 15 / 17 / 19 858 / 1133 / 1392 / 1668 / 1910 / 2173 / 2401 / 2643 up to 144 100o >80 4000

  

DIMENSIONS (mm)

ORDER CODE
30W FIXED DIAMETER CUT-OUT POWER (W) LUMENS (lm) EFFICACY (l.lm/c.W) BEAM 

ANGLE CRI CCT
(K)

NWA12/840 224 200 12 1675 138 100o >80 4000

NWA30/840 224 200 34 4505 130 100o >80 4000

  

DIMENSIONS (mm)

ORDER CODE
7-20W IP65 DIAMETER CUT-OUT POWER (W) LUMENS (lm) EFFICACY 

(l.lm/c.W)
BEAM 
ANGLE CRI CCT

(K)

NWA7-20/IP65/230/840 230 200 7 / 8 / 10 / 11 / 13 / 15 / 17 / 18 750 / 989 / 1226 / 1462 / 1689 / 1935 / 2150 / 2377 up to 131 100o >80 4000

  

200mm dia. cut-out, IP54, multi-wattage in 3000K or 4000K 

200mm dia. cut-out, IP54, fixed wattage in 4000K 

200mm dia. cut-out, IP65, multi-wattage in 4000K 

ORDER CODE DESCRIPTION

NWM-NWA/MOUNTING/DISC Westminster & Washington Mounting Disc for cutouts up to 235mm dia.

  

Accessories 

ORDER CODE DESCRIPTION

N/REC/M3/PACK/V2 M3 Pack V2 LiFePO4 For Recessed Product Ranges

N/REC/STM3/PACK/V2 M3 Pack V2 LiFePO4 Self Test For Recessed Product Ranges

N/REC/DAM3/PACK LiFe DALI Addressable M3 Emergency Pack For Recessed Product Ranges

  

Emergency conversion packs

DIMENSIONS (mm)

DIMENSIONS (mm)

N/REC/DAM3/PACK - see page 77

LITHIUM

N/REC/M3/PACK/V2 and 
N/REC/STM3/PACK/V2 - see page 77
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