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APPLICATIONS
-	 General commercial use
-	 For recessed, surface or suspended use 

TECHNICAL DETAILS
-	 Performance (based on 4000K)
OPAL
-	 30W 3000 lm at 30.3W, 100 L.Lm/cW
-	 40W 4300 lm at 43.0W, 100 L.Lm/cW
-	 50W 6950 lm at 54.6W, 127 L.Lm/cW
MICRO-PRISMATIC
-	 30W 3065 lm at 28.9W, 106 L.Lm/cW
-	 40W 4240 lm at 40.7W, 104 L.Lm/cW
-	 50W 6080 lm at 53.0W, 115 L.Lm/cW
•	 CRI > 80
•	 CCT 3000K or 4000K
•	 ENEC approved, low flicker LED drivers

CONSTRUCTION
- 	Flat aluminium extruded frame with 		
finished in White RAL9016
-	 Side lit with LEDs housed in frame
-	 Choice of diffuser:
	 o		Opal PS (O) diffuser for general 
			  lighting applications
	 o		Micro-Prismatic (MP) diffuser to help 	
		  achieve UGR < 19 in lighting design schemes
- 	Plate fixed to rear of panel with mounted 	
	 LED driver & terminal connection box
- 	5-pole piano key terminal block & tool-less 	
	 cable clamps for speed of installation

OPTIONS
-	 SIZES. 1195 x 295mm size available. 
	 Change suffix 66 to 123.
-	 DIMMING. DALI dimmable versions available. 	
	 Add suffix DA.
-	 SUSPENDED INSTALLATION A Wire 		
	 suspension kit is available See next page
-	 SURFACE MOUNT FIXING A surface 		
	 mounting frame is available. See next page
- 	RECESSED FRAME  A recess mounting 	
	 frame is available. See next page

FULTON V2
Slim recessed LED panel only availble with opal 
or micro-prismatic diffuser options 
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Surface mountedSuspended
-	 An easy-to-use, lightweight surface 		
	 mounting frame is available.
-	 The driver sits on top of the panel, 
	 inside the frame - a neat and tidy finish

-	 A wire suspension kit is available.
-	 Adjustable length up to 1.5m max.
-	 Driver is placed on top of the panel

RECESSED MODULAR LIGHTING RECESSED MODULAR LIGHTING

Opal 
diffuser

Micro-prismatic 
diffuser

ORDER CODE DESCRIPTION

NFU/V2/30/66/DP/830 FULTON V2 OPAL 30W LED PANEL 600X600 3000K +DRIVER PLATE

NFU/V2/30/66/DP/840 FULTON V2 OPAL 30W LED PANEL 600X600 4000K +DRIVER PLATE

NFU/V2/40/66/DP/830 FULTON V2 OPAL 40W LED PANEL 600X600 3000K +DRIVER PLATE

NFU/V2/40/66/DP/840 FULTON V2 OPAL 40W LED PANEL 600X600 4000K +DRIVER PLATE

NFU/V2/50/66/DP/830 FULTON V2 OPAL 50W LED PANEL 600X600 3000K +DRIVER PLATE

NFU/V2/50/66/DP/840 FULTON V2 OPAL 50W LED PANEL 600X600 4000K +DRIVER PLATE

NFU/V2/MP30/DP/66/830 FULTON V2 MICRO-PRISMATIC 30W LED PANEL 600X600 3000K +DRIVER PLATE

NFU/V2/MP30/DP/66/840 FULTON V2 MICRO-PRISMATIC 30W LED PANEL 600X600 4000K +DRIVER PLATE

NFU/V2/MP40/DP/66/830 FULTON V2 MICRO-PRISMATIC 40W LED PANEL 600X600 3000K +DRIVER PLATE

NFU/V2/MP40/DP/66/840 FULTON V2 MICRO-PRISMATIC 40W LED PANEL 600X600 4000K +DRIVER PLATE

NFU/V2/MP50/DP/66/830 FULTON V2 MICRO-PRISMATIC 50W LED PANEL 600X600 3000K +DRIVER PLATE

NFU/V2/MP50/DP/66/840 FULTON V2 MICRO-PRISMATIC 50W LED PANEL 600X600 4000K +DRIVER PLATE

ORDER CODE DESCRIPTION

NFU/WIRE/SUSP/KIT/4 FULTON V2 WIRE SUSPENSION KIT 1.5M 4-PC

NFU/SMF/66 FULTON V2 SURFACE MOUNT FRAME FOR 600x600 PANELS

NFU/SMF/123 FULTON V2 SURFACE MOUNT FRAME FOR 1200x300 PANELS

NFU/RMF/66 FULTON V2 RECESSED MOUNT FRAME FOR 600x600 PANELS

ACCESSORIES

FULTON V2 with opal or micro-prismatic diffuser with optional accessories 
makes this a great choice, versatile, easy to install LED panel

Recessed frame
-	 A recessed mounting frame is 		
	 available as a separate item
-	 Used for recessing a 600x600 LED 		
	 panel into plasterboard

TOP-QUALITY NVC 
BRAND DRIVER included. 
ENEC approved – meets 
all the latest EU standards. 
<5% flicker – meets the 
requirements of IEEE1789.

DRIVER PLATE. . The driver plate is secured to the back of 
the panel and driver is secured to the plate. As the driver sits 
off the back of the panel it aliviates any heat build up issues 
and gives it a neat and tidy finish

5 POLE CONNECTOR 
5-pole piano key terminal 
block & tool less cable 
clamps for speed of 
installation


